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…Our people dedicated 
  to serve your Industry 
for more than 70 years… 
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BALTEAU NDT 
RUE VOIE DE LIEGE 12 

B-4681 HERMALLE Ss ARGENTEAU 
BELGIUM 

Tel: +32 (0) 4 374.75.75 
Fax: +32 (0) 4 374.75.85 

E-mail: balteau@balteau-ndt.com 
Website: www.balteau.com 
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Company profile 
 

Balteau NDT serves your industry 
 
 
 
 
 
 
 
 

Balteau NDT offers targeted solutions for many sectors.  
 
• Energy: Nuclear Power Plant, Electrical Plant,Turbine Gas Steam Generators,… 
 
 
• Oil & Gas: Pipelines, Tanks, Reservoirs, Pipes Manufacture, Oil rigs, … 
 
 
• Aeronautical/Aerospace: Turbines Blades, Helicopter Blades, Aircraft Wings, Composites 

Elements, Honeycomb,… 
 
• Transport:  - Shipyards: Welding, Engines parts, Crankshafts, Propellers, Reservoirs,Tankers,… 
      - Car Industry: Castings, Forgings, Wheel inspection, Gear Boxes, Spot Welding,…  
     - Rail transportation: Cars, Rails,… 
 
• Military: Shells, Ammunition, Aircrafts, Ships,… 
 
 
• Bio-Medical & Agriculture: Irradiation, biological processing, sterilization, agriculture 

processing,… 
 
• Others: Non-metallic applications, Gauging, Art & Museum, Research centers, Universities and 

Specific Applications 
 
 
 
Thanks to its experienced and dedicated people 

 

• Over 70 years experience in the X-ray business 

• Producing X-ray units to be used all over the world  

• An efficient support all along the process (from the first call to the installation and even after…). 

• A worldwide network of agents and distributors  

• Service centres all over the world, highly skilled engineers in house trained 

• 12% of turnover invested in our Research and Development 

• A team at your service providing you with complete installations fitting your specific requirements 

including real time systems, image processing and automatic defects analysis 
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Your benefits 
 
• You deal with dedicated and skilled people who truly want to find a solution for your 

specific application.  

• You are in touch with experts who have the technical knowledge to answer your request.  

• You can be sure that Balteau NDT will offer you a solution adapted to your needs. 

• You are using a safety oriented and user friendly equipment developed to maximize 

efficiency on field.  
• You benefit from trainings to use and maintain your equipment which will improve its 

lifecycle 

• You receive a commitment from Balteau NDT to provide you with after sales support all 

along the life cycle of your equipment. 

• You talk directly with the right people helping you to find the right NDT solution. 

 
 
 
With a complete range of products fitting your specific requirements 

 

• BALTOSPOT: Portable X-ray Generators & Generators for Crawlers 
 
• BALTOGRAPH: Stationnary & Mobile X-ray Generators with tubeheads 
 
• BALTOMATIC: Standard & Customized X-ray Systems 

 
• BALTOSCOPE: Digital X-ray Solution  

 
• ACCESSORIES for Balteau Products, Industrial Radiography and Safety 
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Baltospot series       
 

Baltospot Portable Generators 
 

Balteau NDT is known for its unique and unequalled engineering and manufacture of portable 
equipment. 
 
- Portable X-Ray generators, Panoramic or Directional from 15 kV to 300 kV and up to 12 mA.  
- Especially designed to face very harsh and unfriendly environment all through your inspections  
- Driven either by a CF2000 (or DC1) control unit or the wireless remote control Hand-X. 
 
 
 

CERAM 35 
 

The CERAM 35 is the results of the latest evolution of electronic and 
physics of X-rays. It has been engineered to meet and exceed your needs 
for now and the future.  
 
The CERAM 35 is delivering up to 1500 Wof power at 300 kV with a duty 
cycle of 100% for an incredible image contrast even at full power. Thanks 
to a purposely designed tubehead and driving electronics, the CERAM 35 
is offering to the user both duty cycle and an enormous power to fit any 
important requirements. 
 
Gas insulation and right components selection have succeeded in 
producing one of the lightest 300kV in the market. Combined to one of 
the two available type of control units (CF2000 or Hand X), the unit is 
extremely versatile and is confirming our reputation of builders for 
machines that are really made for field inspection. 
 
 
 
CERAM 235           

 
When you need a unit that can perform standard thicknesses inspections 
as well as occasionally heavy walled ones, the CERAM 235 is the perfect 
compromise. 
 
Offering a maximum of 235 kV and 5 mA, the CERAM 235 combines all 
technological advantages of its big brother in the CERAM series and gives 
the flexibility of a unit smaller in size. 
 
No compromises have been made to component selection or cooling, the 
unit is able to run on a 100% duty cycle thanks to its purposely designed 
tubehead and driving electronics. 
 
This unit has to be combined to one of the two available type of control 
units (CF2000 or Hand X), with very lightweight new generation of cables. 
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GF SERIES 
 

With a maximum of 160 kV and 5 mA, the GFD165 is a compact gas 
insulated unit designed for applications where size and weight matter. 
The GFD165 is the ideal machine for field applications where the unit 
needs to be frequently moved or inserted in tiny spaces. With 5mA and 
its pulsed wave technology, the unit can penetrate medium to very thin 
materials, metallic or composites. 
 
The GFC portable X-Ray generators are true radial beam panoramic 
sets. Three versions are available: GFC165 (160kV), GFC205                       
(200kV) and GFC305 (300 kV).  
 
These panoramic portable units are derived from our well known Crawler 
series but designed to be operated on field without mechanical carriage. 
This unit has then naturally inherited the reliability of the crawler 
technology of Balteau NDT. 
 
Fields of operations for this kind of equipment are generally Piping 
industry, Tanks, Reservoirs and Hollowed Components, where a 
panoramic exposure has to be done. It will easily surpass the poor 
contrast of Isotopes and will be a very interesting replacement in lower 
thickness ranges where Isotopes are not allowed and giving extremely 
poor results. 
These units can be driven with the conventional CF2000 or the renown 
wireless remote control Hand-X. 
 

LLX160-DA 
 

The LLX160-DA is a high frequency constant potential Directional Air 
cooled, portable X-ray generator. 
 
LLX is the answer to your requirements for field inspection especially 
where quality requirements and speed of inspection are essential. 
 
With a superior dose output for an equivalent kV setting, LLX has been 
engineered to be more compact and lightweight than its competitors. The 
specific shape given to the head of the generator makes it easier to use 
on field where space is always restricted for instance in Aerospace 
applications.  
 
LLX is controlled by a full digital control unit (DC1) using the energy 
saving concept of the BALTOSPOT series and our well known Hand-X 
wireless remote control that is also available for your best safety. 
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Baltospot Control units 
 

Thanks to a unique built-in power saving system, your Control Units always uses the minimum 
power and allows large variations of the power supply, which is never influencing the dose output. 
 

HAND X  
 

The HAND-X can operate all the portable units in the BALTOSPOT 
series including the CERAM. The unique transmission protocol assures 
accurate and constant communication with the generator. This remote 
control system (up to 100m) allows the operator to monitor the whole of 
the restricted zone from a safe distance. Additionally the integrated GM 
detector provides a unique feature that can also be used to automatically 
stop the X-ray operations if necessary.   
 
Despite its extremely low radio emission level, it is possible to stop all 
radio transmission by placing the Hand X on the power unit. It is then still 
possible to drive the X-ray generator without radio emission. The Hand-X 
is specially designed to work on any power generator. 

 
 

CF 2000 
 

The CF 2000 is designed to drive the BALTOSPOT GF and CERAM 
series. It provides flexibility and can be used on a very wide range of 
different power supplies. 
 
This unit offers extended maintenance feature for fast tracking on field.  
Thanks to the ergonomic, safety oriented design and the military type 
connectors, the unit is ready to comply with the most stringent 
regulations. The CF2000 features a clear and large display with 
backlight, a waterproof and anti-scratch keypad, and a cover for extra 
protection. This unit is specially designed to work on any power 
generator  
 
 
DC 1 
 
The DC1 control unit is used to control the BALTOSPOT Portable 
Constant potential series (LLX). It is derived from the CF2000 control 
unit and offers the majority of the same features. 
 
Because power availability on sites is not that often easy to obtain, the 
DC1 unit uses the minimum power as possible and adapts to the 
different power supplies or variations without influencing the dose output 
or image quality. 
 
The waterproof ergonomic keypad and the large robust handles 
attached on the side are making it ideal for on site jobs as well as 
desktop uses. The 4 lines backlit clear display is giving at all time the 
necessary indications to the users about the status of operations. A 
metallic convenient cover is also protecting your unit when not in use. 



Products 
 

All specifications are non contractual and are subject to change without prior notice 

 
CAT-Products-B-EN-062009-R1                                                                             page 9 of 24  

Baltospot Generators for Crawlers 
 

 
The Baltospot for Crawlers series is once again the evidence of the long 
time expertise of BALTEAU NDT in building reliable, powerful, robust 
and highly compatible X-ray equipments used for Pipe inspections. 

 
Balteau NDT offers a complete assembly including the mechanical 
carrier, the well-known Balteau NDT X-ray generator, the chopper and a 
range of accessories in order to make the most out of this equipment.  

 
Crawlers are universal and may also be adapted to X-Ray large range of carriers. Built with 

high quality material, these products are able to sustain any working conditions even in a very harsh 
and demanding environment. 
 
 
 
 
 
 
 
 

Baltospot for crawlers are available as follow: 
- GFC 160/C (160 kV) 
- GFC 200/C (200 kV) 
- GFC 300/C (300 kV) 
- GCP 180/C (180 kV) 

 
 

True radial beam panoramic X-Ray generators are available for use with 
a control panel or square wave chopped DC battery source for pipeline 
crawlers down to 6" diameter pipes. 

 
 
These generators are amongst the most robust and reliable units on the market. With a very 

lightweight and high performances in terms of steel penetration, this equipment is clearly a reference 
when you are looking for an efficient, cost saving, easy and profitable pipelines inspection. 
 
CF3 Universal Chopper for Crawler 
 

A generator needs a power supply for working. With a Crawler, this 
power supply is brought by a battery set embarked in the mechanical 
carrier. The CF3 is the power converter (Chopper) between the batteries 
and the Generator. However the CF3 is also an intelligent regulator 
which is able to give out of your batteries the most stable and constant 
output all along your exposures. Our Chopper CF3 is the result of the 
technology evolution that is applicable in electronics nowadays. Based 
on the well known CF1 that has equipped several generations of 
Crawlers around the globe, this new model has been developed to be 
used with the major brands of Carriage Manufactures. The CF3 can also 
be operated off site, connected on mains or on power generators. 
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Baltograph series    
 
Baltograph CLD160 
 

This generator, specially optimized for real time applications for lightweight material, offers an 
extremely high dose stability to produce quality images comparable to conventional X-Ray films. 
Lightweight and highly flexible the CLD is the ideal selection for all castings and medium walled 
steels.  It is easy to use, features fine kV and mA value adjustments and a clear alphanumeric 
display. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Baltograph XSD High Power Generators 
 

BALTEAU is once again making the difference. 20 years after having introduced the first very 
High Power CP series CSD, BALTEAU NDT is once again creating the new standard of industry by 
launching the new XSD series. XSD is meeting and certainly exceeding your expectations. 

From 5 kV to 450 kV, 0,1 mA to 40 mA with a range of 9 different generators on a basis of 2 
main units either monopolar or bipolar. 

 
 
 

XSD 100 160 225 320 450 
High voltage range kV 5 to 100 5 to 160 5 to 225 5 to 320 5 to 450 
Current range mA 0,1 to 30 0,1 to 40 0,1 to 30 0,1 to 30 0,1 to 30 
Weight kg 68 68 115 133 230 
Maximum output kW 3 3 3 4,5 4,5 
Ripple % PP ≤ 0,1 0,1 0,15 0,1 0,15 
HV Frequency kHz ≤ 54 
Storage Temp. °C -20 to +85 
Operating temp. °C 0 to +45 
Protection factor IP 54 
HV insulation encapsulated 
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…High voltage switching in tenth of seconds… 

 
The electronic of the generator has been designed with the latest technology in Electronic. All 

driving boards are using well proven electronic SMD components like the one used in a majority of 
domestic appliances nowadays like phones and computers. The number of boards has been 
reduced to the minimum to minimize interconnection problems and spares stock. Imaging systems 
required the unit to change kV and mA very quickly to cope with production speed and image 
requirements. Very fast digital and programmable components are giving probably the fastest 
communication speed in the world for driving the High voltage section. 
 
…Encapsulation is the answer for size… 

 
An extremely stable, low ripple multiplier is the centre of the unit. The High Voltage section has 

been designed to save space and increase reliability. Encapsulated technology is now replacing the 
well proven SF6 design and encapsulation has decreased the size of the multiplier by 2 with a total 
weight still below the weight of an Oil insulated unit. 
The casing has been designed to save space and number of interconnected elements, minimizing 
once again expensive cables and connexions. 
 
…Performance… 
 
Typical steel penetration (mm) at maximum kV and power (using films): 
       up to 20 min exposure 
           up to 30 min exposure 
                Up to 35 min exposure 
 

 
 
Values here above mentioned are values obtained as per standard work practice on field. 
When using non film techniques, please contact Balteau NDT. 
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…Service and repair… 

 
Because the technology used is affording it, Service and Maintenance have not been 

forgotten. Efficiency in the Electronic design has reduced the number of boards and components. 
Multiple test points have been implemented and the service is therefore greatly simplified. Thanks to 
encapsulation, the High Voltage section can now be changed on site (only by qualified and trained 
engineers). The goal is to create the minimum disturbance to your production. Very long Product 
cycle, that is a tradition at BALTEAU NDT, is guaranteeing you that solutions, service and spares for 
your units will still exist long time after its production stopped … 
 

 
 

 
 

 
 
…Control unit… 

 
LS1 is a micro processor based unit able to drive any generators of the BALTOGRAPH series. 

From 100 kV units to 450 kV, stationary or mobile, the same control unit can be used and recognizes 
automatically the unit and tube connected. 

An innovative and evolutive embedded software made by Radiographers with downloadable 
additional features, is the brain of all operations. Thanks to its central Ball Navigator, operations and 
selections are becoming intuitive and easy. 

The Large TFT colour screen enclosed into the front cover is foldable and well readable by 
changing the inclination to your convenience. 

Working status can visually be checked at all time as the main indicators are outside of the 
cover area. 

Very compact and lightweight the LS1 is designed to be used with either a mobile or stationary 
unit. A system version (LS1C or D) also exists to be integrated in cabinets and electrical enclosures. 
 
 
 
 
 
 
 
 
 
 
 
 

LS1 CONTROL UNIT 
Controller Digital microchip based 
Navigation and selection Ball navigator 
Communication RS232C 
Tools Intelligent preheating 
Weight 4,8kg 
Misc. Large type TFT screen 10.4” 
 4 I/O available (Sub-D9) 
 10000 memories (with users directories) 
 Safety devices 
 Built in exposure curves and load curves 
 Multiple tubeheads data base management 
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Baltograph XMD Mobile High Power Generators 
 

XMD is the mobile version of the XSD. A robust trolley has been specially designed to bring 
your powerful XSD to the very location of your inspections. Equipped with 2 wheels, well balanced to 
be easily handled by its hooks if necessary, the trolley is taking all accessories including the 3 or 4 
kW closed circuit water cooling unit. No matter if you have narrow doors to pass, the width has been 
calculated to be kept to the minimum. XMD can be delivered as a 160 or 225 monopolar unit. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
Baltograph Tubeheads 
 
 

 
 
 
 
 
 
 
 
 
 

Choosing the right tube is very important. After the generator, the tubehead is the ultimate 
and probably the most important element of your equipment. The tubehead will give the generator its 
final characteristics in terms of output, beam characteristics and distribution. That's the reason why 
Balteau is offering a large variety of tubeheads that can be recognized and connected to our 
generators. 

In addition to the standard tubeheads, Balteau NDT is able to customize the tubehead 
according to your specific requirements. Some accessories can also be added to the tubehead in 
order to bring the expected result.  
 
 

TSC160 TSD160 TSD225 TSD320 TSD450 
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Tubeheads Specifications 
 

*All our tubes are Metal ceramic 
*SF: Small Focal Spot  
*LF: Large Focal Spot 

TSC
160 

TSD
160/0 

TSD
160/1 

TSD
160/3 

TSD
160/5 

TSD
225/0 

TSD
225/1 

TSD
225/3 

Max High Voltage kV 160 160 160 160 160 225 225 225 

Nominal power W 1000 640 
3000 

640 
1600 

640 
640 

800 
1800 

640 
3000 

640 
1600 

800 
1800 

Max Current @ kV max 
SF mA 6,25 4 4 4 5 2,8 3 3,5 

Max Current @ kV max 
LF mA - 19 10 4 11,25 13 7 8 

Focal spot IEC336 SF - 3 x 0,3 0,4 x 0,4 0,4 x 0,4 0,4 x 0,4 0,2 x 0,2* 0,4 x 0,4 0,4 x 0,4 0,2 x 0,2* 
Focal spot EN12543 SF d 4 x 0,4 1 1 1 0,4* 1 1 0,4* 
Focal spot IEC336 LF - - 3 x 3 1,5 x 1,5 0,4 x 0,4 0,4 x 0,4 3 x 3 1,5 x 1,5 0,4 x 0,4 
Focal spot EN12543 LF d - 5,5 3 1 1 5,5 3 1 
Max Current SF mA 12 15 15 15 21 15 15 20 
Max Current LF mA - 40 40 15 40 30 30 30 
Beam angle - 360°x40° 40° 40° 40° 40° x 30° 40° 40° 40° x 30° 
HV connector - R24 R24 R24 R24 R24 R24 R24 R24 
Inherent filtration mm ~ 5 Al 0,8 Be 0,8 Be 0,8 Be 0,8 Be 0,8 Be 0,8 Be 0,8 Be 
Weight kg 8 8 8 8 8 11 11 11 

*Threshold 30% *Threshold 30% 
 

 

 

TSD
320/0 

TSD
320/2 

TSD
450/0 

TSD
450/0C 

Max High Voltage kV 320 320 450 450 

Nominal power W 1500 
4000 

640 
1600 

900 
4000 

900 
4000 

Max Current @ kV max 
SF mA 4,6 2 2 2,1 

Max Current @ kV max 
LF mA 12,5 5 10 5 

Focal spot IEC336 SF - 1,5 x 1,5 0,8 x 0,8 1,2 x 1,2 0,8 x 0,8 
Focal spot EN12543 SF d 3 1,9 2,5 1,9 
Focal spot IEC336 LF - 3 x 3 1,8 x 1,8 3 x 3 1,8 x 1,8 
Focal spot EN12543 LF d 5,5 3,6 5,5 3,6 
Max Current SF mA 15 9 9 6 
Max Current LF mA 30 20 20 12 
Beam angle - 40° 40° 40° 30° x 40° 
HV connector - R24 R24 R28 R28 

Inherent filtration mm 3 Be 3 Be 2,3 Fe +  
1 Cu 

7 Be +  
0,5 Cu 

Weight kg 40 40 95 114 

 
This is a non-exhaustive list. More tubeheads are available on request. Please, feel free to contact 
our specialists for more information on the Balteau NDT tubeheads. 
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Baltomatic Series  
 

Balteau NDT has been providing for years full-integrated X-ray solutions with its Baltomatic 
Range (X-ray Systems). A System is an independent unit designed to perform inspections tasks in 
manual, semi or automatic mode with or without the assistance of an operator. It is generally a 
combination of several elements interconnected together including the shielded cabinet, the X-ray 
source and control unit, the manipulator, the collimator and eventually a digital imaging detector and 
an image processing system. All these elements are chosen according to what the application 
requests.  

The specificity of Balteau NDT when it comes to providing such solutions is to be able to 
customize the equipment even to the very specific needs of a single customer. Balteau NDT has a 
great ability to adapt its offer and is very flexible.  
  
Baltomatic AIS series 
 

Balteau NDT has developed a range of standard systems covering a wide range of 
applications for different sectors. These systems can always be customized to a certain extent.  
 

 
 

Examples of use: 
 
- Inspection of electrical or electronical components 
- Inspection of plastic material 
- Small castings 
- Miscellaneous weld samples for technical and welding schools 
- Components for defense industry 
- … 

 
 
 
Baltomatic Custom made systems 
 

In addition to the solution already developed, BALTOMATIC custom made real time 
radiography (RTR) systems are especially designed in order to meet the customer's specific 
requirements, like for production lines. 

Many different industrial inspection systems have been installed and are now used in a 
variety of fields: automobile, aeronautic, oil industry, casting work, gas bottles manufacturer, pipes 
manufacturer, shell dismantling … 
See our engineers for building your project… 

 
 
 
 

 
 

 

AIS228 
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Baltoscope series 
 
Digital detectors have become unavoidable in Radiography. Digital detectors have been 

benefiting from fast electronics progresses and also from volume production which has driven prices 
down and quality standards up. 

Products have now reached all sectors of Industries and have been adapted to fit to the most 
stringent requirements like harsh environment, high and very high energies, etc… 

Digital detectors are not only taking care of Environmental aspects by removing chemical 
processes in Radiography, but also improves Production efficiency and quality by providing faster 
and better images with larger latitude for increased legibility of indications. 
 Different types of detectors and tools can be used when doing Digital radioscopy or 
radiography. Here are some of the possibilities available: 
 
 
 

Flat panels and LDA 
 
Balteau provides a wide range of Flat panels of different sizes, dimensions and 
pitches to fit in your applications and requirements.  
 
Flat panels are a combination of electronic and Silicon technologies which 
gives a direct conversion media for displaying Radiographic Images instead of 
using films. Flat panels are basically a two dimension array of detectors which 
sensitivity is 10 to 100 times greater than conventional films. This helps in 
reducing exposure time but also gives an extended range of thicknesses with 
the same use of energy. 
 
Linear Diodes arrays (LDA) are available up to 1.2m length with different 
versions of scintillators. 

 
 
 

Computed Radiography 
 
Computed Radiography is definitely an option that has to be taken into account 
when it comes to replace traditional radiography.  
 
When doing Computed Radiography, flexible storage phosphor image plates 
are used rather than conventional films.  
 
Darkroom and Chemicals are no more necessary. The plates can be scanned 
in a normal light environment and used thousands of times as they are 
rewritable. Different sizes of image plates are available. 
 
The exposure is performed as in traditional radiography and may even used 
sensibly less energy. When the exposure is done, the image plates have to be 
scanned. The digitized result is transferred to a computer and the image is 
read, enhanced and processed by using a specific software such as the 
IPS011.  
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BIX 223 CT/00 
 
The BIX223CT/00® is an industrial high sensitivity imaging system for real time 
radiography. 
 
In combination with BIX-CTR or BIX-CTR-DL control unit and an X-ray 
generator, the BIX223CT/00® gives the right answer to modern requests of 
Quality Controls in terms of Speed, Efficiency and Reliability. 
 
Applications can be Food and Drugs Industries, Metallic, Welding and Castings 
materials, Electronics, Composites, Automotive, Aerospace industries, ... 
Integrated magnification system is allowing the user to get an optical zoom that 
magnifies indications up to 3 times which allows a higher definition than without 
magnification. 
 
BIX-CTR-DL 
 
An image intensifier needs a power supply and a controller to work. When 
integrated into a system, the controller needs to provide all controls that must 
also be easily visible and accessible. 
 
This is exactly the purpose of BIX-CTR DL unit. This controller is the driving 
unit of our BIX Image intensifier series. 
 
The DL version proposed hereafter is including a built in 10" TFT monitor for 
the raw image monitoring before the optional image processing monitor itself. 
Although this unit may be compatible with other brands, it is supposed to be 
connected to a Baltoscope BIX series from BALTEAU 
 
IPS011 
 
The most important part of your Radioscopic system after the detector is 
certainly the Image Processing System that will convert the electronic data into 
an intelligible image that you will be able to store, process, print or transfer to 
other users in a transparent, easy & efficient way. 
 
This task has to be given not to standard image software but to a dedicated 
and well engineered software made by a Radiographic manufacturer who 
knows like you, what is specific to a Radiographic image or signal. 
IPS011 is the latest evolution of our first IPS created in 1990. Based on a 
Windows 2000, Server or XP platform, this software is embedding all common 
and usual processing algorithms as well as novelties that will soon find their 
applications into your daily jobs. 
 
IPS011 is designed to be interconnected with Manipulator software and X Rays 
controllers from Balteau and can then be considered as an evolutive and 
versatile platform for Industries, Service companies or Laboratories. 
Multiple connexion possibilities allow you to connect from the Industrial 
Scanner for Film scanning to Flat panel including the standard Image 
Intensifier. 
 

Others options are available. Our specialists will be happy to give more information and find the 
digital solution exactly corresponding to your needs.  
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Accessories 
 
Accessories for Balteau products 
 
Stands 
 
 

Cradle 
 
Provides good protection for directional generators against shocks and 
simplifies their handling (positioning, attaching, rope-slings, etc.). 
 
This cradle can be easily turned into a four leg stand (FLS02) or adapted to the 
Balteau NDT Hydraulic Stand. 
 

 
 
 
 
 
 

FLS02 
 
This four legs stand facilitates the accurate positioning of the generator to the 
support.  
 
Units are surrounded and protected by a steel frame which can be securely 
fastened on the height adjustable legs. From then on, all movements are 
possible: rotation on axis, vertical or even upside down position.  
Wheels can also be adapted 

 
 
 
 
 
 

 
 
 
Hydraulic Stand 
 
This stand has been designed to move all X-ray generator and tubehead, 
including the 450 kV tubehead.  
 
The height of the focal spot is adjustable between 500 mm and 2500 mm. The 
X-ray beam can be oriented at any angle between the vertical and horizontal 
positions. 
 
  



Products 
 

All specifications are non contractual and are subject to change without prior notice 

 
CAT-Products-B-EN-062009-R1                                                                             page 19 of 24  

UTS series 
 
The UTS series offers different possibilities. These stands can be either manual 
or motorized.  
 
With version such as the UTS03, not only the tubehead is fixed on the stand, 
but also the XSD generator(s) as well as the cooling unit and all the cables. 
The UTS stands can support all types of tubeheads even the very heavy 450 
kV.  
 
A swiveling jaw holding the tubehead is fixed in front of the vertically movable 
part. This allows precise positioning of the tubehead (adjustable angles, axis 
and height).  
 

 
 
 
 

Tripod Stand 
 
The stative tripod can be used both with the Baltospot range or the Baltograph 
tubeheads. . 
 
This aluminum light and robust device is used to ease the work of the operator.  
The X-ray generator or tubehead can be positioned and maintained at different 
heights.  
 
 
 
 

 
 
 
Others 
  

Balteau NDT also offers numerous accessories for each of main ranges to complete the 
standard equipment offered.  
Among these are:   
 

- Laser centering device 
- Centering rod and diaphragm 
- Warning flashing light (Clignotix) 
- Transport case 
- Bag for cables and accessories 
- Recovery vehicle for crawler 
- Radio retrieval system for crawler 
- Motorized diaphragm for tubehead 
- … 

 
Please, feel free to contact our sales department for the complete list of accessories 

available for each range.  
 

e.g: 
Transport 

Case 
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Accessories for Safety, Measurement and Quality Improvement 
 

Balteau NDT has developed a new range of accessories dedicated to Safety, Measurement 
and Quality Improvement. At Balteau NDT we do believe that simplifying and making the work of the 
operator safer is our top priority. 
 
Safety  
Audible & Visible Radiation Alert - AVARA 

Two versions of the AVARA are available: 

- The portable version (AVARA/P) 

- The version for shielded cabinet (AVARA/C) 

The AVARA/P is a handy and sturdy unit allowing a close monitoring of the 
working area and therefore guarantees a maximum safety. This stand-alone 
unit is able to work continuously for more than 20h on a single load of battery. 
The very sensitive GM detector senses dose rate as low as 2µSv/h. The 
sensor is auto checked to make sure that the unit can safely be operated. 
When radiations are detected, flashes and loud beeper warn people around 
that the area is at risk. A warning flash repeater can also be connected to the 
main unit. Data can be retrieved using the RS232C connection.  

    

The AVARA/C uses the same principle of the AVARA/P except that is placed 
into a shielded cabinet and connected to the door. The AVARA/C meets the 
security principle asking for diversity and redundancy. This unit can be adapted 
to every type of shielded cabinets and also to any already existing alert 
systems (light tower, external buzzer,…). In this case there is no need for a 
battery, since the unit is connected to the mains.  

 

Measurement and Quality Improvement 
Pocket Exposure Assistant – PEX - 01 

 
In everyday exposures, it is needed to obtain accurate calculation of time when 
using isotopes or X-ray equipment. The Pocket Exposure Assistant (PEX-01) is 
the ultimate solution to ease operator's everyday work by helping him to avoid 
mistakes and save some valuable time when going through the Radiographic 
exposure and film processing.  
All the parameters needed for an exposure are listed in this small and handy 
tool. You just have to navigate through the menus, make your selection and 
ask for exposure time calculation. One minute is enough to set the parameters, 
get the expected answer and be ready to start the built in timer.  
This tool can be used for X-ray equipment and for gamma as well. A gamma 
source management feature has been included indicating at any time the 
strength of up to 5 gamma sources identified in GBq or Ci according to their 
own decay curve. 
Additional features for unit conversion and timers are also embedded. 
The PEX-01 is a constantly evolving unit to fit operator's expectations and 
market reality and can be updated by a simple file download.  
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Accessories for Industrial Radiography 
 

Balteau NDT is your one stop shop when it comes to find all the necessary tools to perform 
an exposure as well as the equipment needed for film processing and viewing.  
 
 
Exposure accessories 

 
- X-ray films,  

- Image Quality Indicator (IQI), 

- Lead identification markers, 

- Densitometers, 

- Personal Dosimeter  

- … 

 
 
 
 
Film processing and viewing 

 

- Film holder cassettes, 

- Lead intensifying screens,  

- Darkroom equipment and accessories,  

- Film development products,  

- Film viewers and accessories,  

- X-Ray film hangers,  

- Automatic processing unit (APU 2000), 

- Scannix (X-ray film scanner), 

- Manual roll film processing kit (MRFP kit -01), 

- … 

 
 

A catalogue dedicated to accessories is available. In this specific catalogue, you will find the 
full list of accessories for exposure, film processing and film viewing (CAT-Accessories-EN). 
Please, feel free to contact our sales department for more information on the accessories offer.  

e.g: Image 
Quality 

Indicator 

APU 
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Balteau in words… 
 

BALTEAU is a company based and established in Belgium since 1906. The activity of the 
power transformers successfully turned into the X-ray business in 1932. Years after years BALTEAU 
has affirmed its leadership leading the technology and setting the foundation of modern X-ray 
technologies. The first company ever to reach 200, 300 and 400 kV in the past, BALTEAU has today 
brought to the industry new standards that are consciously safety oriented to allow users to operate 
equipment safer and easier. BALTEAU is also greatly caring about environment and always uses top 
grade and specification materials to ensure that the efficiency of the equipment will be at the top of 
what is technologically achievable. 

On the service and spares side, BALTEAU is providing the buyer with an exceptional and 
unequalled commitment of continuous service all through the life cycle of the product. 

Qualified engineers and an extensive worldwide network dedicated to serve our customers is 
actively participating to the success of our brand and to your possibility of always getting, from the 
selection of your equipment to its follow up in service, a qualified and professional support. 
 
Balteau in numbers… 
 

BALTEAU has a very long established network in more than 40 countries, some of our 
agencies are of second generation proving they rely on the quality of our products and that they are 
totally committed to their business in NDT. 

BALTEAU has produced more than 13.000 generators spread in more than 60 countries. We 
have 3 ranges of products and are the only manufacturer in the world to provide from Crawlers to 
Systems built into the same factory. 
 
Balteau NDT in names… 
 

Patented names and commercial brandings are: 
 BALTOSPOT (Portable and Crawlers X-ray equipment) 
  GFC (Panoramic portable equipment) 
  CERAM (Pulsed frequency portable equipment) 
  HAND X (Radio remote control for portable X-ray) 
 BALTOGRAPH (Stationary X-ray equipment) 
  XSD (HF CP X mobile and stationary X-ray equipment – High power) 
  CLD (HF CP X mobile and stationary X-ray equipment – Low power) 
 BALTOMATIC (Standard & Customized X-Ray Systems) 

BALTOSCOPE (Radioscopic and Digital imaging) 
 BALTEAU NDT Accessories  

 
 

 
 

Balteau NDT sa 
Voie de Liège, 12 
B-4681 Hermalle Sous Argenteau 
BELGIUM 
Tel.: +32 4 374 75 75 
Fax: +32 4 374 75 85 
E-mail:  balteau@balteau-ndt.com 
Website: www.balteau.com 
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